
Opus 25�
Built by Richards, Fowkes & Co.

Specification & Construction Details
Great	 58 notes C-a’’’
Principal 	 16’	 burnished 98% lead
Octave 	 8’	 hammered lead
Spielflöte 	 8’	 hammered lead
Salicional 	 8’	 90% tin
Octave 	 4’	 hammered lead
Flöte 	 4’	 hammered lead
Quinte 	 3’	 28% tin alloy
Octave 	 2’	 28% tin alloy
Tierce	 1-3/5’	 28% tin alloy
Mixture 	 IV	 28% tin alloy
Trompet 	 8’	 hammered lead
Vox humana 	 8’	 90% tin alloy

Swell	 58 notes C-a’’’ enclosed
Principal 	 8’	 hammered lead
Gedackt 	 8’	 hammered lead
Viola da Gamba 	 8’	 90% tin alloy
Celeste t.c. 	 8’	 90% tin alloy
Octave 	 4’	 hammered lead
Rohrflöte 	 4’	 hammered lead
Nasat 	 3’	 hammered lead
Waldflöte 	 2’	 28% tin alloy
Tierce	 1-3/5’	 28% tin alloy
Mixture 	 IV	 28% tin alloy
Dulcian 	 16’	 hammered lead
Oboe 	 8’	 90% tin alloy

Pedal	 30 notes C-f’
Principal 	 16’ 	 Great
Subbaß 	 16’	 wood
Octave 	 8’	 Great
Spielflöte 	 8’	 Great
Octave 	 4’	 Great
Posaune 	 16’	 copper and hammered lead
Trompet 	 8’	 Great

Accessories
Couplers
Great to Pedal, Swell to Pedal, Swell to Great
Tremulant affects the entire organ
Balanced swell pedal
Temperament: Neidhardt for a small city 1732
Wind Pressure: 70mm
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